	NFS-640
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	For the NFS-640 Fire Alarm Control Panel, the cryptic code may be obtained by following these steps:

Press the <ENTER> key

Press the “1” key

Press the <ENTER> key

Record the 20 character cryptic code shown on the LCD display and include them on the password agreement form returned to Notifier along with your request letter on your company letterhead.

	NFS2-640, NFS-320
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	For the NFS2-640 & NFS-320 Fire Alarm Control Panels, the cryptic code may be obtained by following these steps:

Press the <ENTER> key

Press the “1” key

Press the <ENTER> key

Record the 20 character cryptic code shown on the LCD display and include them on the password agreement form returned to Notifier along with your request letter on your company letterhead.

	NFS-3030/NCA
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	For the NFS-3030 & NCA Fire Alarm Control Panels, the cryptic code may be obtained by following these steps:

Press the <Program/Alter Status> key

Press the <Accept> key

Press the <ENTER> key

Record the 20 character cryptic code shown on the LCD display and include them on the password agreement form returned to Notifier along with your request letter on your company letterhead.

	NFS2-3030/NCA-2
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	For the NFS2-3030 & NCA-2 Fire Alarm Control Panels, the cryptic code may be obtained by following these steps:

Press the <Program/Alter Status> key

Press the <Accept> key

Press the <ENTER> key

Record the 20 character cryptic code shown on the LCD display and include them on the password agreement form returned to Notifier along with your request letter on your company letterhead.

	AFP-200
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	For the AFP-200 Fire Alarm Control Panel, the 7 character cryptic code may be obtained by following these steps:

Press the <ENTER> key

Press the “1” key

Press the <ENTER> key

On the Liquid Crystal Display this information will show:

Incorrect Password

Program: _ _ _ _ _ _ _ 

Status: _ _ _ _ _ _ _ 

Backspace to Abort

Record the Program and Status hex characters and include them with the password agreement forms returned to Notifier along with your request letter on your company letterhead.


	AFP-300 / AFP-400 (with exposed keyboard)
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	For the AFP-300/400 Fire Alarm Control Panel, the 7 character cryptic code may be obtained by following these steps:

Press the <ENTER> key

Press the “1” key

Press the <LOWER CASE> key, press the “A” key

Press the <LOWER CASE> key, press the “F” key

Press the <LOWER CASE> key, press the “P” key

Press the <LOWER CASE> key, press the “V” key

Press the “3” key, press the <ENTER> key

Record the Program and Status hex characters displayed on the 80 character LCD Display and include them on the password agreement forms returned to Notifier along with your request letter on your company letterhead.



	AFC-600
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	For the AFC-600 Fire Alarm Control Panel, the 7 character cryptic code may be obtained by following these steps:

Lower hinged door on faceplate

Press the <ENTER> key

Press the “1” key

Press the <LOWER CASE> key, press the “A” key

Press the <LOWER CASE> key, press the “F” key

Press the <LOWER CASE> key, press the “C” key

Press the <LOWER CASE> key, press the “V” key

Press the “1” key, press the <ENTER> key

Record the Program and Status hex characters and include them with the password agreement forms returned to Notifier along with your request letter on your company letterhead.


	AFP-1010 / AM-2020
[image: image8.png]INTELLIGENT FIRE DETECTION AND ALARM SYSTEM

i - aaaa
oz aaao

- a ﬂ a n Q
E=TA T3 =

B @& SA0

z . ﬂu a






	For the AFP-1010/AM-2020 Fire Alarm Control Panel, the 7 character cryptic code may be obtained by following these steps:

Press the <PROG> key (level 2) or Press the <Alter Status> Key (level 1).

Enter any 5 digits (i.e.  12345)

Press the <ENTER> key

The LCD display will show this message:

INVALID PASSWORD:  _ _ _ _ _ _ _ 

Record the 7 character cryptic code on the password agreement form and return to Notifier along with your request letter on your company letterhead.




	NFW-50, SFP-5UD, SFP-10UD
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	For the NFW-50, SFP-5UD & SFP 10UD, there is no cryptic code.  Please submit a letter, on your company letterhead, requesting password assistance along with the notarized agreement (no code).


	NFW-100, NFW2-100
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	For the NFW-100 or NFW2-100, there is no cryptic code.  Please submit a letter, on your company letterhead, requesting password assistance along with the notarized agreement (no code).


	AFP-100
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	For the AFP-100, there is no cryptic code.  Please submit a letter, on your company letterhead, requesting password assistance along with the notarized agreement (no code).


	RP-2001, RP-2002
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	For the RP-2001 or RP-2002, there is no cryptic code.  Please submit a letter, on your company letterhead, requesting password assistance along with the notarized agreement (no code).


	Spartan-25
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	There is no code for this panel.  There is a fixed password for getting into Jump Start Mode for programming. Please submit a letter, on your company letterhead, requesting password assistance along with the notarized agreement (no code).

	NWS gateway
	For the NWS gateway, the 20 digit cryptic code may be obtained by following these steps:

The Web Server requires the use of TCP/IP port 8888; for example, if the Web Server is located at 123.45.67.89, a Web Server user will type into the browser address field: http://123.45.67.89:8888/
After 3 unsuccessful attempts to login to the NFN Web Server you will get a 20 digit code.  Record the 20 digit cryptic code shown on the PC and include them on the password agreement form returned to Notifier along with your request letter on your company letterhead.




